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ACF2304, ACF23010 
Isolated 1 phase AC connection 
 
▪ Galvanically isolated AC outlet 
▪ Output values: 
• ACF2304: 230 V, 4 A, max. 1000 VA 
• ACF23010: 230 V, 10 A, max. 2000 VA 

▪ Overload protectors for primary / secondary circuits 
▪ Electronic attenuator for restricting switching current    
▪ Dimensions:  
• ACF2304: ½-module, 125(W) x 200(H) mm 
• ACF23010: ¾-module, 187.5(W) x 200(H) mm 

▪ Options: 
• ACFSOCKETUK UK socket for AC outlet   
• ACFSOCKETUS US-socket for AC outlet 
• PM3AB Power analyzer for 1- and 3-phase using less than 5 

A current (ACF2304) (see page 49) 
• PM3A1 Power analyzer for 1-phase up to 25 A current 

(ACF23010) (see page 49) 
 

 

 

ACF1154 
Isolated 1 phase AC connection 
 
▪ Galvanically isolated AC outlet 
▪ Output: 115 V, 4 A, max. 500 VA 
▪ Overload protectors for primary / secondary circuits 
▪ Electronic attenuator for restricting switching current 
▪ Dimensions: ½-module, 125(W) x 200(H) mm 

 

 

 

 

 

 

ACF23010M 
AC outlet with isolation level monitoring 
 
▪ AC outlet equipped with isolation level monitoring system 
▪ Suitable to be used in medical equipment maintenance 

workshops 
▪ Provides constant, safe and secure monitoring of electrical 

systems with IT type grounding 
▪ Very early detection of potential insulation deteriorations,  

PE-wires and isolation transformer malfunctions 
▪ Includes a transformer (2300 VA) to enable isolation level 

measurements 
▪ Output from earthed schuko socket: 230 V: 2300 VA  
▪ Overload protection 
▪ Dimensions: 1 ¾ module, 375(W) x 200(H) mm 

  


