
Highlights

BASIC20 Instrument workstations and panels are 
designed to offer economically same features as other 
Teklab workbenches, but with smaller instrument panel 
and limited product range. 

BASIC20 PANEL

The panel is a very compact unit with only 215 mm depth and 
height. This leaves more space on the table top for working. 
The panel is fixed directly to the table top which makes it 
compatible with all table models (also customer´s own tables).

The panel can be fitted with basic instruments and 
connections such as:

•	 Supply units 1- and 3-phase
•	 Sockets and safety terminal outputs

Upper shelves

More storage space

Modular panel

Modular panel with  
high-level safety systems  
as standard

Robust construction

Strong steel frame 
construction 

Lighting

Excellent LED lighting 
improves working ergonomics

Accessories

Versatile accessories make 
working routines easier

Compatibility

BASIC20 panel compatible 
with all table frame models

Space

L-shaped legs give lot of space 
under the workstation

Typical applications are electrical engineering, 
electronics and product development workshops.

•	 Adjustable and fixed AC and DC power supplies
•	 Compressed air and data connections
•	 Multimeters
•	 Soldering stations

Modular construction not only makes it easy to customise 
the panel according to customer needs, but also gives the 
possibility to add new modules in the future.

BASIC20 INSTRUMENT  
WORKSTATION



WORKSTATION FRAME, TOWER

Tower Concept -workstation frame is highly flexible. Tall 
perforated upright tubes enable accessory placement at any 
height. Workstation can be equipped for example with:

•	 1500, 1800 or 2000 mm width table frame
•	 Back panels with hooks and pick-up boxes
•	 PC racks and monitor holders
•	 Adjustable tops
•	 Lighting

Strong metal construction provides a load capacity of  
500 kg evenly loaded. In addition, all accessories are made 
of powder-painted steel guaranteeing a long lifetime for 
workstation.

TEKLAB also provides comprehensive ESD protection 
systems for workstations and users, to limit the damages 
caused by electrostatic discharges.

DISTRIBUTOR:

ECONOMICAL
WORKSTATION

Maintenance workstation, high

Basic workstation, low

Teklab Oy

Länsikaari 6 A 
07900 Loviisa, Finland 
Telephone: +358 19 536 000 
Email: info@teklab.fi 
Internet: www.teklab.fi

Automation workstation
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BASIC20 Instrument workstation 
TABCONH, EP20L 

 
 

 

 

 

 

 

 

 

 

 

 

 

The BASIC20 range is designed to offer the same features as other Teklab workstation models, but in an affordable 
price range, with a smaller equipment panel and a limited product range. Typical applications in the workstation 
collection are electrical, electronics and product development facilities.  

The BASIC20 serie uses its own device module size.

 Workstation frame 
• ESD-painted stable steel frame 
• L-shaped ergonomic legs, stepless adjustable 

between 670-1100 mm 
• Height of the upright tube module 1300 mm from 

table top 
• Versatile and adjustable accessories enable 

ergonomic and practical working environment 
• Load capacity manually adjustment 500 kg, 

electrical model 400 kg, evenly loaded 
• Adjustment screws to eliminate the roughness of 

the floor 
• Table top with laminate surface, durable rounded 

plastic edges, colour light speckled grey 
• The core of the optional ESD-table top, as well as 

the laminate of the coating are semi-conductive 
 

 Device panel 
• Device panel for integrated electrical instruments 
• Structure of the panel made of ESD-painted steel 
• Compact design, depth and height only 215 mm 
• Panel equipped with modular device system: 

Devices can be easily added 
• Device panel is slanted to offer best usability 
• Installed on table top - compatible with all 

workstation models 
• The instrument panel can also be connected to 

the same workstation as the PANCONHxx panel 
• Including changing socket 

Workstation frames, standard table top Workstation frames, ESD table top Table top size, W x D (mm) 
TABCONH15, TABCONH15E ETABCONH15, ETABCONH15E 1530 x 750 
TABCONH18, TABCONH18E ETABCONH18, ETABONH18E 1830 x 750 
TABCONH20, TABCONH20E ETABCONH20, ETABCONH20E 2030 x 750 
TABCONCH10 ETABCONCH10 Corner workstation 
E = Electrical height adjustment 
Panels Panel dimensions, mm  
EP20L15 1500 x 215 x 215  
EP20L18 1800 x 215 x 215  
EP20L20 2000 x 215 x 215  
Options EP20L panel Description 
PANSOCKETLEU 2 x 2 pcs schuko sockets under device panel 
PANSOCKETLUK 2 x 2 pcs UK sockets under device panel 
PANSOCKETLUS 2 x 2 pcs US sockets under device panel 
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