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WORKSTATION, TOWER

ConceptTower is a flexible electric workstation designed users is to have it equipped with manual or electrical
for industrial use in R&D, production, calibration and height adjustment. At the same time. electrical height
maintenance. It is also an excellent choice for training adjustment enables the workstation to be suitable for
laboratories in vocational schools and higher education.  standing work — ergonomics at its best.

An easy way to adapt one workstation for several

Highlights
Upper shelves — l .74/ Lighting

Excellent LED lighting

More storage spacx' improves working ergonomics

Safety

Instrument panel . L
Integration releases more\- i : P All instruments are protected
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space for working by safety systems

Accessories .
Connections

Versatile accessories make g
working routines easier i

Table tops /-

Fe— Space

Sockets and connections on
the bottom of the panel

More working space with
900 mm table top. Load
capacity 500 kg evenly

L-shaped legs give lots of
space under the workstation

loaded.
o ESD protection

Full ESD protection for
workbench

DEVICE PANEL

- Steel made panel for integrated electrical equipment. « Panel top can be opened

« Panel equipped with modular device system. Devices « Height from the table top can be chosen freely

can be easily added and removed. « LED lighting, sockets and connectors installed at the
« Integrated modules are covered with polyester film to bottom of the panel

ensure long lifetime for the markings in the front panel.



FLEXIBLE
WORKSTATION

WORKSTATION FRAME

ConceptTower workstation is highly flexible. Tall perforated =
upright tubes, which enable accessory placement at any
height. Workstation can be equipped for example with:

« 1 or2instrument panels

- Table top, available with 1.5, 1.8 and 2.0 m width
« Back panels with hooks and pick-up boxes

« PCracks and monitor holders

- Adjustable tops

« Lighting

Strong metal construction provides a load capacity of
500 kg evenly loaded. In addition, all accessories are
made of powder-painted steel guaranteeing a long
lifetime for workstation.

TEKLAB also provides comprehensive ESD protection
systems for workstations and users to limit the damages

caused by electrostatic discharges. ConceptTower workstation
with soldering corner table

ConceptTower workstations
with corner table
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TEKILAB

Workstations

CONCEPT TOWER
TABCONH, TABCONCH, PANCONH

‘\r “

The Tower Concept workstations has 1500, 1800 and 2000 mm wide and 900 mm deep models. Available with
electronic height adjustment. Corner workstation also available.

The high upright tube frame enables a versatile range of accessories, that can be installed above the table top and
also above the equipment panel, e.g. LED work light, shelves, perforated back panels etc.

The panel’s power- data- and other connections are easily usable under the panel and the tables can be placed
back to back or against a wall.

=  Workstation frame "

e ESD-painted stable steel frame

e L-shaped ergonomic legs, stepless adjustable
between 670-1100 mm

e Height of the upright tube module 1300 mm from
table top

e Versatile and adjustable accessories enable
ergonomic and practical working environment

e Load capacity manually adjustment 500 kg,
electrical model 400 kg, evenly loaded

e Adjustment screws to eliminate the roughness of
the floor

e Table top with laminate surface, durable rounded
plastic edges, colour light speckled grey

e The core of the optional ESD-table top, as well as
the laminate of the coating are semi-conductive

Device panel

e Panel for integrated electrical equipment

e Structure of the panel made of ESD powder
painted steel

e Panel equipped with modular device system:
devices can be easily added and removed

e Integrated modules are covered with polyester
film to ensure long lifetime for the markings in the
front panel

e Energy saving LED lighting integrated at the
bottom of the panel

e Panel top can be opened

e Height from the table top can be freely chosen

e All connectors are located at the bottom of the
panel, which enables placing the panel against a
wall

Workstation frames, standard table top
TABCONH15, TABCONHI5E

Workstation frames, ESD table top
ETABCONHI15, ETABCONHI5E

\ Table top size, W x D (mm)
1530 x 900

TABCONHI18, TABCONHISE

ETABCONH18, ETABONHISE

1830 x 900

TABCONH20, TABCONH20E

ETABCONH20, ETABCONH20E

2030 x 900

TABCONCHI10

ETABCONCHI10

Corner workstation

E = Electrical height adjustment
Panels Full modules max. \ Panel width (mm)

PANCONHI5 6 1530
PANCONH18 7 Ya 1830
PANCONH20 8 2030

PANCONCH10 3% Corner panel
Options for Concept Tower panel \ Description

PANSOCKETLEU 2 x 2 pcs schuko sockets under device panel
PANSOCKETLUK 2 x 2 pcs UK sockets under device panel
PANSOCKETLUS 2 x 2 pcs US sockets under device panel

Copyright: TEKLAB 3



	Concept_Tower_workstation.pdf
	Concept tower.pdf

