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MECHANICAL WORKSTATION  
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 Workstation Frames    

TABHEAVYL15 
Heavy Duty workstation frame, 1500 x 

750 mm 
1x   

 Equipment Panels    

EP15L15 Energy panel, 1500 mm 1 x   

 Modules    

(1) EP15BS2 1 phase sockets, UK, 2 pcs 1 x   

(2) EP15CEE3 3-phase socket 1 x   

(3) EP15PO2 Compressed air connection, 2 outputs 1 x   

(4) EP15BS2 1 phase sockets, UK, 2 pcs 1 x   

(5) 

EP15USBPWR_A_C 

USB charger 1 x USB A, 1 x USB C 5V 

3.0A / 9V 2.22A / 12V 1.67A 
1 x   

(6) EP15BS2 1 phase sockets, UK, 2 pcs 1 x   

(7) EP15BS2 1 phase sockets, UK, 2 pcs 1 x   

(8) EP15SU3 3 phase supply unit 1 x   

 Accessories    

WHT836028 Steel shelf, M750, 740 x 300 mm 1 x   

WHT836028 Steel shelf, M750, 740 x 300 mm 1 x   

WHL859151 Suspension rail M750, ESD 1 x   

WRL852629 Perforated tool cabinet    

WHL859151 Suspension rail M750, ESD 1 x   

WPE90349002 Upright tube module 2 x M750, 1582 mm 1 x   

WSK91849006 Light rail 2 x M750 1 x   

WSKTIL850 LED Light 1 x   

61207204 Drawer    
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TABHEAVYL15 Workstation frame 

 

• ESD-painted steel frame  

• Accessories above the table top are attached to perforated 
uprights and can be positioned to suit individual needs  

• Versatile and adjustable accessories facilitate ergonomic 
component storage and selection  

• The tabletop has a core of plywood and chipboard, grey vinyl 
surface and plastic edges, thickness 50 mm 

• Table top dimensions: 1500 x 750 mm 

• Adjustable height: 750-1000 mm  

• Table can be fastened to floor  

• Load capacity 500 kg, evenly loaded 

 

 

 
EP15L15 Energy panel 
 

• Device panel for integrated electrical instruments 

• Structure of the panel made of ESD-painted steel  

• Compact design, depth and height only 150 mm  

• Panel equipped with modular device system: Devices can be 
easily added  

• Device panel is slanted to offer best usability  

• Installed on table top - compatible with all workstation models  

• Panel dimensions: 1500(W) x 150(D) x 150(H) mm 

 

 

EP15BS2 1 phase socket outlets 

 

• 2 earthed socket outlets 

• UK type 

• Dimensions: 100(W) x 150(H) mm 

  

EP15CEE3 3-phase socket 
 

• 3-phase extra socket 

• 5 -pole 16 A CEE socket 

• Dimensions: 100(W) x 150(H) mm 

  

EP15PO2 Compressed air connection 

 

• Compressed air connection, 2 outputs   

• Output equipped with snap-on connectors 

• Dimensions: 100(W) x 150(H) mm 
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EP15BS2 1 phase socket outlets 

 

• 2 earthed socket outlets 

• UK type 

• Dimensions: 100(W) x 150(H) mm 

  

EP15USBPWR_A_C USB charger 

 

• The USB Charger allows you to charge devices up to three times 
faster than a standard PC or laptop USB port., The charger 
circuit inside includes both the protection against overload of the 
input and output current and the short-circuit protection. 

• 1x USB A output with 5V 3.0A / 9V 2.22A / 12V 1.67A 
1x USB C output with 5V 3.0A / 9V 2.22A / 12V 1.67A 

• Quick Charge 3.0 

• Power Delivery 3.0  

• Max. power 20 W 

• Short circuit protection: Auto reset 

• Dimensions: 100(W) x 150(H) mm 

 

 

EP15BS2 1 phase socket outlets 

 

• 2 earthed socket outlets 

• UK type 

• Dimensions: 100(W) x 150(H) mm 

  

EP15SU3 3-phase supply unit 
 

• Main switch for the whole workstation with START position 

• Green indicator light    

• Integrated emergency switch, reset from the main switch  

• Automatic restart prevention system e.g. after power failure  

• Fault current protection (30 mA) for all devices connected to the 
supply unit   

• Thermal overload protectors 

• Outlets for the device modules  

• Dimensions: 300(W) x 150(H) mm 
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WHT836028 Shelf  
 

• Construction made of ESD powder painted steel 

• Fixed to upright tubes 

• Load capacity: 50 kg 

• Dimensions: 740(W) x 300(D) mm 

  

WHL859151 Suspension rail 
 

• ESD powder painted steel construction 

• Fixed to perforated back panel 

• Width 742 mm 
 

WEL806207 or WEL806211 Pick-up box 

 

• Plastic pick-up box 

• ESD protected 

• Max. 7 pcs for WHL859151 suspension rail 
• Dimensions: 105(W) x 165(D) x 75(H) mm WEL806207, 99(W) x 

160(D) x 70(H) (WEL806211) 

 
 

 

WSK91849006 Light rail 
 

• Rail can be used to attach light ergonomically above the 
workstation  

• Structure made of ESD-painted steel  

• Height and depth adjustment  

• Width: 2 x M750 

 
 

WSKTIL850 LED light 
 

• Good quality, bright and long lasting light. 

• Luminous flux: 3800 lm 

• Illuminance: 1800 lx  

• Colour rendering index: Ra 80 

• Colour temperature: 4000 K 

• Product measurements (W x D x H): 850 mm x 67 mm x 80 mm 
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61207204 Drawer unit 
 
Centrally locked high quality steel drawer units for storage of tools 
and small components. 
 
Including drawers 2x50, 1x100, 1x150, 1x250 mm 
Dimensions 550x715x800 mm 
 

 

8526329 Perforated tool cabinet 
 
Perforated tool cabinet with Can be equipped with shelves and 
hooks 
Dimensions 720x255x900 mm 
Max load 60 kg 

 

 

 

 

 

 

 

 


